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Sandelius Style 1E –
Sandelius Type 1ET –

Extruder Bolt Type with No Leads
Same with the addition of a small teflon insert at the tip*

Sandelius Type 2E –
Sandelius Type 2ET –

Extruder Bolt Type with Flexible Leads
Same with the addition of a small teflon insert at the tip*

2 7/8” 5/8”
NOM

1/4”

SEE DETAIL A

1/2-20 N.F. THREAD HEX QUICK
DISCONNECT

PLUGSTAINLESS STEEL
EXTRUDER BOLT

B EA

SANDELIUS INSTRUMENTS, INC.
EXTRUDER BOLT TYPE THERMOCOUPLES

HIGH PRESSURE THERMOCOUPLE ASSEMBLIES

1. Assembly style
2. A - Length in inches
3. ISA Calibration symbol – J, K, E or T.
   For dual element use a double calibration.
   Example: JJ
4. B - Length in inches (Standard B lengths    
    are 3” and 6”. Other lengths are available 
   on request.)
5. Junction style. See page A-10
6. E - Length in inches

1E–1/8–JJ–6–G–0
1 2 3 4 5 6

To Order specify:

EXAMPLE:

1. Assembly style
2. A - Length in inches
3. ISA Calibration symbol – J, K, E or T.
   For dual element use a double calibration.
   Example: JJ
4. B - Length in inches (Standard B lengths    
    are 3” and 6”. Other lengths are available 
   on request.)
5. Junction style. See page A-10
6. E - Length in inches
7. Termination style. See page A-5

The teflon insert used on styles 1ET and 2ET help to 
prevent plastic from building up on the bolt tip.

2E–1/4–J–3–G–48-M1
1 2 3 4 5 6 7

To Order specify:

*NOTE:

TYPICAL HIGH PRESSURE CONE NIPPLE
THERMOCOUPLE ASSEMBLY

SPECIAL METRIC HIGH PRESSURE 
THERMOCOUPLE ASSEMBLY

TYPICAL HIGH PRESSURE LENS RING
THERMOCOUPLE ASSEMBLY
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Almost all thermocouple assemblies intended for use in high pressure applications are custom manufactured to precise customer specifications. Over the 
years, we at Sandelius have manufactured many different types of high pressure thermocouple assemblies. We maintain a pressure testing setup, capable 
of performing tests of up to 80,000 PSI. The assemblies shown below are typical high pressure designs. Whether you have an existing design or would like 
to develop a new high pressure thermocouple specification, we would appreciate the opportunity to quote on your requirements.
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SEE DETAIL A
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DETAIL A
STYLES 1E & 2E

SILVER SOLDER
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